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TECHNICAL SPECIFICATIONS ROADRUNNER 300 
 
 
The Hydraulic Cutting Unit Rockwheel RR300 can be supplied with either asphalt picks or concrete 
picks. 
 
Hydraulic Power 30 kW 

Maximum Oil Flow 80,0 l/min 

Optimum Oil Flow 60,0 – 80,0 l/min 

Maximum Pressure 180 – 210 bar 

Drum Speed 150,0 – 200,0 rpm 

Operating Weight 450 kg 

Excavator Size 5 – 8 t 

No. of Picks 43 (19,0 mm Shank) 

Cutting Depth 0 – 120 mm 

Drum Width 300 mm 

Cutting Distance from kerb 50 mm 
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TECHNICAL SPECIFICATIONS ROADRUNNER 600 
 
 
The Hydraulic Cutting Unit Rockwheel RR600 can be supplied with either asphalt picks or concrete 
picks. 
 
Hydraulic Power  44 kW 

Maximum Oil Flow  160,0 l/min 

Optimum Oil Flow  120,0 l/min 

Maximum Pressure  170 - 300 bar 

Drum Speed  130,0 – 170,0 rpm 

Operating Weight  750 kg 

Excavator Size  12 – 18 t 

No. of Picks  66 (19,0 mm Schaft) 

Cutting Depth  0 – 170 mm 

Drum Width  600 mm 

Cutting Distance from kerb  80 mm 
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